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Addendum No. 2

Dear Contractor:

This addendum is being issued to the contract for construction on State highway in LOS ANGELES COUNTY IN LOS
ANGELES FROM 0.1 KM SOUTH OF ROUTE 10/405 SEPARATION TO BURNHAM STREET AND AT SUNSET
BOULEVARD.

Submit bids for this work with the understanding and full consideration of this addendum.  The revisions declared in this
addendum are an essential part of the contract.

Bids for this work will be opened on February 3, 2005.

This addendum is being issued to revise the Project Plans and the Notice to Contractors and Special Provisions.

On Project Plan Sheets 368, 406, 429 and 455 under:

"GENERAL NOTES LOAD FACTOR DESIGN," the following note is added:

"The deck dead load between the girders has been increased by a factor of 10 percent to allow for the
use of steel deck forms"

In the Special Provisions, Section 8-1.03, "STATE FURNISHED MATERIALS," the following items are added after the
last item of the second paragraph:

"E.  Sign Panels for roadside signs and overhead signs.
  F.  Sign panels (sticky back) for bridge-mounted signs.
 G.  Laminated wood box posts with metal caps for roadside signs.
 H.  Hardware for mounting sign panels as follows:
       1.  Blind rivets for mounting overlapping legend at sign panel joints.
       2.  Aluminum bolts and nuts and steel beveled washers for mounting laminated sign panels on   
           overhead sign structures.
I.  Padlocks for backflow preventer assembly enclosures and for sound wall access gates."
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In the Special Provisions, Section 10-1.46, "CONCRETE STRUCTURES," subsection "PERMANENT STEEL DECK
FORMS," is added before subsection "MEASUREMENT AND PAYMENT" as attached.

To Proposal and Contract book holders:

Indicate receipt of this addendum by filling in the number of this addendum in the space provided on the
signature page of the proposal.

Submit bids in the Proposal and Contract book you now possess.  Holders who have already mailed their
book will be contacted to arrange for the return of their book.

Inform subcontractors and suppliers as necessary.

This office is sending this addendum by confirmed facsimile to all book holders to ensure that each receives it.  A copy
of this addendum and the modified wage rates are available for the contractor's use on the Internet Site:

http://www.dot.ca.gov/hq/esc/oe/weekly_ads/addendum_page.html

If you are not a Proposal and Contract book holder, but request a book to bid on this project, you must comply with the
requirements of this letter before submitting your bid.

Sincerely,

ORIGINAL SIGNED BY

REBECCA D. HARNAGEL, Chief
Office of Plans, Specifications & Estimates
Office Engineer

Attachment



PERMANENT STEEL DECK FORMS
Forms for the deck slabs between girders of the Ohio Avenue Undercrossing, Wilshire Boulevard Undercrossing, Route

405/2 Separation, and Olympic Boulevard Undercrossing, at the option of the Contractor, shall either be constructed and
removed as provided in Section 51-1.05, "Forms," of the Standard Specifications, or shall be constructed and left in place in
conformance with these special provisions.

Permanent steel deck forms and supports shall be steel conforming to the requirements in ASTM Designation:
A653/A653M (Designation SS, Grades 33 through 80) having a coating designation G165.  The forms shall be mortar-tight,
true to line and grade, and of sufficient strength to support the loads applied.

Detailed working drawings for forms shall be submitted to the Engineer for approval in conformance with the provisions
in Section 5-1.02, "Plans and Working Drawings," of the Standard Specifications.  Three sets of drawings shall be submitted.
These drawings shall show the grade of steel, the physical and section properties for all deck members, the method of support
and grade adjustment, accommodation for skew, and methods of sealing against grout leaks.

Working drawings shall be submitted sufficiently in advance of the start of the affected work to allow time for review by
the Engineer and correction by the Contractor of the drawings without delaying the work.  Such time shall be proportional to
the complexity of the work but in no case shall such time be less than 3 weeks after complete drawings and all support data
are submitted.

The design of permanent steel deck forms shall be based on the combined dead load of the forms, reinforcement, and
plastic concrete plus an allowance for all anticipated construction loads.  The allowance for construction loads shall be not
less than 2400 Pa.  The combined dead load shall be assumed to be not less than 2560 kg/m3 for normal concrete and not less
than 2080 kg/m3 for lightweight concrete.

Physical design properties shall be computed in conformance with the requirements of the AISI specification for the
"Design of Cold Formed Steel Structural Members."

The maximum allowable stresses and deflections used in the design of steel forms shall be as follows:

A. Tensile stress shall not exceed 0.725 of the specified yield strength of the material furnished or 250 MPa.
B. Deflection due to dead load shall not exceed 0.0056 of form span or 13 mm, whichever is less.  In no case shall the

dead load for deflection calculations be less than 5750 Pa total.
C. Form camber, used at the option of the Contractor, shall be based on the actual dead load condition.  Camber shall

not be used to compensate for deflection in excess of the allowable limits.
D. The design span of the form sheets shall be the clear span of the form plus 50 mm measured parallel to the form

flutes.

Permanent steel deck forms shall not be used for those sections of deck slabs that contain a longitudinal expansion joint
unless additional supports are placed under the joint.

Permanent steel deck forms shall not interfere with the movement at deck expansion joints.
The clearance between the surface of permanent forms and any bar reinforcement shall be not less than 40 mm.  The

configuration of the forms shall be such that the mass of deck slab is not more than 110 percent of the mass of the total deck
slab as dimensioned on the plans.

Permanent steel deck forms shall be installed in conformance with the approved working drawings.
Form sheets shall not rest directly on the top of the girder flanges.  Sheets shall be securely fastened to form supports and

shall have a minimum bearing length of 25 mm at each end.  Form supports shall be placed in direct contact with the flange
of the girder.  Attachment of supports shall be made by bolts, clips or other approved means.

Transverse deck construction joints shall be located at the bottom of a flute and 6-mm weep holes shall be field drilled at
not less than 300 mm on center along the line of the joint.

Permanently exposed galvanized form surfaces that are abraded or damaged prior to installation shall be repaired by
thoroughly wire brushing the damaged areas and removing all loose and cracked coating, after which the cleaned areas shall
be painted with 2 applications of unthinned zinc-rich primer (organic vehicle type) conforming to the provisions in Section
91, "Paint," of the Standard Specifications.  Aerosol cans shall not be used.  Minor heat discoloration in area of welds need
not be repaired.
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